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Iran Marble stone

伊朗大理石









Iran’s Marble stone

伊朗大理石





























Iran Iron Mine

伊朗铁矿



铁球团 铁精矿 铁矿石-分矿



Iran Copper Mine

伊朗铜矿



可以提供所有类型的产品，例如铜矿石，铜精矿和铜线。



Iran oil and oil petroleum products

伊朗石油和石油产品



伊朗轻质原油



石油化学产品
Petrochemicals



甲醇

methanol

聚丙烯

polypropylene



聚乙烯
Polyethylene



1.oxidized bitumen

• oxidized bitumen grades are suitable for:

• sealing saw cuts and joints where is expected to be the minimum of 
moving in the joint.

• the wide temperature range prevents bleeding in high-temperature 
applications.

• oxidized bitumen can also be used in industrial applications like 
roofing, flooring, mastics, pipe coatings, electrical applications.



• 拥有丰富管理经验的加汗吉尔帕尔斯公
司开始着手长期行动，以帮助我国在
2012年的发展。

• 该公司的活动是生产和销售沥青和黑沥
青。

• JGP很荣幸成为全球出口和销售高速运
输系统的先驱。

• 黑色沥青作为独特的矿物被用于超过
160种产品，主要用于深色印刷油墨和
油漆，油井钻井泥浆和水泥，沥青改性
剂，铸造砂添加剂和各种化学产品。 符
合ASTM标准。

• 我们使用现代沥青罐车，bitutainer，
flexitank，bitubag和存储终端。



oxidized bitumen 氧化沥青

• 工业沥青是黑暗的，通过氧化过程改性的石油残余物。

• 氧化沥青牌号适用于：

• 预计密封锯切口和接头在接头处移动的最小量。

• 宽温度范围防止在高温应用中出血。

• 氧化沥青还可用于屋顶，地板，胶粘剂，管道涂料，电气应用等
工业应用。







2. cutback bitumen

• cutbacks bitumen used for tack coats, fog seals, slurry seals, 
stabilization material.

• cutback asphalt is simply a combination of asphalt cement and 
petroleum solvent and reduces asphalt viscosity for lower 
temperature uses.



cutback bitumen 减少沥青

• 减少沥青用于大衣，雾密封，泥浆密封，稳定材料.

• 减少沥青仅仅是沥青水泥和石油溶剂的组合，并且降低沥青粘度
以用于较低温度的用途。







3. Penetration bitumen

• mainly used in the manufacture of hot mix asphalt for bases and 
wearing courses

• penetration bitumen is a standard bitumen usually used as a road 
construction essential for heavy traffic road and for the production of 
asphalt pavements with the various application, and it's very 
important once it bounds the aggregates and creates a unique 
cohesion and stability to the bituminous mix.



Penetration bitumen 渗透沥青

• 主要用于制造用于基地和耐磨路线的热拌沥青。

• 渗透沥青是一种标准沥青，通常用作交通繁忙道路和各种应用的
沥青路面生产所必需的道路建设，一旦它限制了骨料并为沥青混
合料创造了独特的凝聚力和稳定性，它就非常重要。







4.emulation bitumen

• for tack coat, prime coat, seal coat, surface dressing, crack sealing, 
cold mix bituminous surfacing



emulation bitumen     仿真沥青

• 用于粘性涂层，底漆，密封涂层，表面修整，裂缝密封，冷混沥
青铺面

• 沥青乳液，归类于各种道路建设行业。







5.Gilsonite

• is found in commercial quantities only in the Utah of the USA and the 
west of Iran.

• gilsonite is known with JGPCO brand in the world. it is used as 
performance-enhancing agent for asphalt mixes.

• gilsonite is black and natural rock asphalt that can be pulverized and 
melted to use in the ink, drilling fluid, asphalt and foundry industry. 
gilsonite chemical makeup is a complex of elements that include 
sulfur, carbon, oxygen, hydrogen, and nitrogen, as well as small 
quantities of other elements.



Gilsonite 天然沥青

• 仅在美国犹他州和伊朗西部以商业数量发现。

• gilsonite在世界上被称为JGPCO品牌。它被用作沥青混合料的性能
增强剂。

• 黑沥青是黑色和天然岩石沥青，可以粉碎和熔化用于油墨，钻井
液，沥青和铸造业。硬沥青化学组成是包括硫，碳，氧，氢和氮
以及少量其他元素的元素的复合物。









6. rubber processing oil   (RPO)

• the rubber processing oil chemical market is mainly driven by the 
growth in the demand for automobiles. we use rubber process oil to 
enhance the properties of rubber used in the manufacture of tires. 
with the growing population and increased spending by the 
consumers, the demand for automobiles has increased. which in turn 
has led to the increased demand for rubber processing chemicals. 
these chemicals add superior qualities to the rubber.



Rubber processing oil   (RPO)   橡胶加工油

• 橡胶加工化工市场主要受汽车需求增长推动。 我们使用橡胶加工
油来提高轮胎制造中使用的橡胶的性能。 随着人口的增长和消费
者消费的增加，对汽车的需求也在增加。 这又导致对橡胶加工化
学品的需求增加。这些化学品为橡胶添加了优异的品质。







•汽车配件



纸



chicken paw 

鸡爪

پنجه مرغ



















Intelligent spot projection light system





Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-F080-2A

product name 80W Dimming intelligent tunnel light

Dimensions (length * width ) 315x350

product weight 7Kg

light color white（6000K）

Projection diameter 11 meter (in 100 meter distance)

Light emitting chip American（CREE）

Adjustable angle 90-108°

power 80W

Optical distance (standard reference) 8-12 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-F150-2B

product name 150W Dimming intelligent tunnel light

Dimensions (length * width ) 315x350

product weight 7.4Kg

light color white（6000K）

Projection diameter 21 meter (in 150 meter distance)

Light emitting chip American（CREE）

Adjustable angle 90-108°

power 150W

Optical distance (standard reference) 8-15 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-F250-2C

product name 250W Dimming intelligent tunnel light

Dimensions (length * width ) 485x360

product weight 11.3Kg

light color white（6000K）

Projection diameter 31 meter (in 200 meter distance)

Light emitting chip American（CREE）

Adjustable angle 90-108°

power 250W

Optical distance (standard reference) 8-12 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-F500-2D

product name 500W Dimming intelligent tunnel light

Dimensions (length * width ) 480x390

product weight 18.2Kg

light color white（6000K）

Projection diameter 77 meter (in 500 meter distance)

Light emitting chip American（CREE）

Adjustable angle 90-108°

power 500W

Optical distance (standard reference) 8-12 meter



Intelligent landscape light system





Shell materials Aluminum alloy Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 0-9600lm (Adjustable) Whole light flux 0-19200lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-S080-1A

product name 80W Dimming intelligent landscape light

Dimensions (length * width * thickness) 210x255x100

product weight 4Kg

light color white（6000K）

Light emitting chip American（CREE）

Light angle 90°

power 80W

Optical distance (standard reference) 8-12 meter



Shell materials Aluminum alloy Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 0-14400lm (Adjustable) Whole light flux 0-43200lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E120-1A

product name 120W Dimming intelligent landscape light

Dimensions (length * width * thickness) 300x255x100

product weight 5.5Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0-30°

power 120W

Optical distance (standard reference) 8-15 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E010-2A

product name 10W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 180x135x60

product weight 1.7Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 10W

Optical distance (standard reference) 8 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E020-2A

product name 20W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 200x165x80

product weight 2Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 20W

Optical distance (standard reference) 8 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E030-2A

product name 30W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 215x180x80

product weight 2.4Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 30W

Optical distance (standard reference) 8 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E050-2A

product name 50W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 255x195x95

product weight 3Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 50W

Optical distance (standard reference) 8 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E070-2A

product name 70W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 290x250x115

product weight 3Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 70W

Optical distance (standard reference) 8 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E100-2A

product name 100W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 310x250x190

product weight 5.9Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 100W

Optical distance (standard reference) 8 -12 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E120-2A

product name 120W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 315x310x190

product weight 7.1Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 120W

Optical distance (standard reference) 8 -12 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E150-2A

product name 150W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 375x310x190

product weight 8.2Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 150W

Optical distance (standard reference) 12 -15 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E160-2A

product name 160W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 400x340x190

product weight 9.5Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 160W

Optical distance (standard reference) 12-15 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E200-2A

product name 200W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 400x340x190

product weight 10.2Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 200W

Optical distance (standard reference) 12-15 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E010-2B

product name 10W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 130x130x55

product weight 1.7Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 10W

Optical distance (standard reference) 8 meter

with Induction sensor



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E020-2B

product name 20W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 175x175x65

product weight 2.2Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 20W

Optical distance (standard reference) 8 meter

with Induction sensor



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E030-2B

product name 30W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 190x190x65

product weight 2.2Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 30W

Optical distance (standard reference) 8 meter

with Induction sensor



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E050-2B

product name 50W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 235x220x115

product weight 3.6Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 50W

Optical distance (standard reference) 8 meter

with Induction sensor



Intelligent tunnel light system



• Dali light intelligent tunnel light control system consists of 4G module, vehicle counting sensor, tunnel external light
detecting sensor, tunnel lighting, DALI bus power supply, DALI control and tunnel light driving module, AC/DC power supply,
PC APP, mobile APP, etc. . It can automatically detect the traffic flow in the tunnel, and determine the opening and closing of
the light in the tunnel according to the presence or absence of the vehicle (the brightness in the tunnel can be kept at
around 20% when no vehicle enters), and it is installed outside the tunnel.

• The brightness data detected by the light sensor adjusts the brightness of the lights in each area of the tunnel to achieve the
illumination of the light in the tunnel, prevent the driver from glare and save energy. The tunnel light has functions such as
current, voltage, and temperature detection, and the detected data is periodically transmitted to the system.

• The system can calculate the power consumption of the luminaire according to the received data and determine whether
the luminaire is faulty and whether it needs to be repaired according to the data parameters. If the repair is needed, the
relevant maintenance personnel will be notified by SMS. It is also possible to control the light in the tunnel remotely (mobile
phone or computer) as needed. The APP user interface is very friendly and intuitive.



Shell materials Aluminum alloy Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V/ DC30V-36V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 0-9600lm (Adjustable) Whole light flux 0-19200lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-S080-1A

product name 80W Dimming intelligent tunnel light

Dimensions (length * width * thickness) 210x255x100

product weight 4Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0-30°

power 80W

Module / power supply removal time 3 seconds each



Shell materials Aluminum alloy Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V/ DC30V-36V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 0-14400lm (Adjustable) Whole light flux 0-43200lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-S120-1A

product name 120W Dimming intelligent tunnel light

Dimensions (length * width * thickness) 300x255x100

product weight 5.5Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0-30°

power 120W

Module / power supply removal time 3 seconds each



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V/ DC30V-36V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 0-7200lm (Adjustable) Whole light flux 0-14400lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-S060-2A

product name 60W Dimming intelligent tunnel light

Dimensions (length * width * thickness) 300x230x140

product weight 4Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0-30°

power 60W

Module / power supply removal time 30 minutes 



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V/ DC30V-36V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 0-10800lm (Adjustable) Whole light flux 0-32400lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-S090-2A

product name 90W Dimming intelligent tunnel light

Dimensions (length * width * thickness) 300x340x140

product weight 5.5Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0-30°

power 90W

Module / power supply removal time 30 minutes 



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V/ DC30V-36V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 0-14400lm (Adjustable) Whole light flux 0-57600lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-S120-2A

product name 120W Dimming intelligent tunnel light

Dimensions (length * width * thickness) 300x430x140

product weight 7Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0-30°

power 120W

Module / power supply removal time 30-60 minutes 



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V/ DC30V-36V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 0-21600lm (Adjustable) Whole light flux 0-129600lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-S180-2A

product name 180W Dimming intelligent tunnel light

Dimensions (length * width * thickness) 340x595x150

product weight 10Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0-30°

power 180W

Module / power supply removal time 30-60 minutes 



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E070-2B

product name 70W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 235x220x120

product weight 3.9Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 70W

Optical distance (standard reference) 8 meter

with Induction sensor



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E100-2B

product name 100W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 270x270x185

product weight 6.1Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 100W

Optical distance (standard reference) 8-12 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E150-2B

product name 150W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 315x300x190

product weight 7.8Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 150W

Optical distance (standard reference) 12-15 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E200-2B

product name 200W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 380x345x200

product weight 10.1Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 200W

Optical distance (standard reference) 12-15 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E010-2C

product name 10W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 140x110x30

product weight 1.4Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 10W

Optical distance (standard reference) 8 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E020-2C

product name 20W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 190x160x40

product weight 1.8Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 20W

Optical distance (standard reference) 8 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E030-2C

product name 30W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 200x170x40

product weight 2Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 30W

Optical distance (standard reference) 8 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E050-2C

product name 50W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 265x220x50

product weight 2.8Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 50W

Optical distance (standard reference) 8 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E080-2C

product name 80W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 300x245x50

product weight 4.1Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 80W

Optical distance (standard reference) 8 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E100-2C

product name 100W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 345x295x55

product weight 5.1Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 100W

Optical distance (standard reference) 8 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E150-2C

product name 150W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 365x330x55

product weight 6.5Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 150W

Optical distance (standard reference) 8 meter



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-E200-2C

product name 200W Dimming intelligent landscape light

Dimensions (length * width*thickness ) 400x360x55

product weight 7.8Kg

light color white（6000K）

Light emitting chip American（CREE）

angle 90°

power 200W

Optical distance (standard reference) 8 meter



Intelligent Track light



the commodity can be extensively improved. The track light is easy to install, and it is
wonderful change in the color and brightness catches customer's eyes deeply.



Shell materials PC composite material Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Model DG-510B30

product name three-inch dimmable track lamp

Dimensions (length * width * thickness) 172x100

product weight 1.2Kg

light color red, green, blue, white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0-360°

power 12W-21W

Chinese National Standard Star award in 13th Five-Year Plan Energy Efficiency Products



Shell materials PC composite material Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Model DG-510B40

product name four-inch dimmable track lamp

Dimensions (length * width * thickness) 175x126

product weight 1.3Kg

light color red, green, blue, white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0-360°

power 21W-30W

Chinese National Standard Star award in 13th Five-Year Plan Energy Efficiency Products



Intelligent Stadium light system



• Dalilight company intelligent stadium light can massively be used in sports centers, stadiums, golf course and squares.
The light has advantage like long life and low energy consumption and it can effectively replace the HPS over 2000W.



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V/DC30V-36V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-Q040-2A

product name 400W Dimming intelligent stadium light

Dimensions (length * width * thickness) 435x415x455

product weight 17.3Kg

light color white

Light emitting chip American（CREE）

Adjustable angle 90°-110°

power 400W

Installation height (standard reference) 30-50 meter

Irradiation diameter 57 meter (50 meter height)



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V/DC30V-36V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-Q050-2A

product name 500W Dimming intelligent stadium light

Dimensions (length * width * thickness) 440x425x455

product weight 20.1Kg

light color white

Light emitting chip American（CREE）

Adjustable angle 90°-110°

power 500W

Installation height (standard reference) 30-50 meter

Irradiation diameter 85 meter (50 meter height)



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V/DC30V-36V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Color Temperature 2700-6000k Color Index Ra >70

Model DG-q100-2c

product name 1000W Dimming intelligent stadium light

Dimensions (length * width * thickness) 515x430x600

product weight 29.7Kg

light color white

Light emitting chip American（CREE）

Adjustable angle 90°-110°

power 1000W

Installation height (standard reference) 60-100 meter

Irradiation diameter 83 meter (100 meter height)



Intelligent street light system



• Dalilight company intelligent street light can extensively be applied in the main roads, expressways, streets, flyovers
and pavements, as well as the areas which need outdoor light such as squares, schools, residential quarters and
industrial areas, the system can also provide citizens with the convenience of free public WIFI, video surveillance and
public information.

• The Dali light intelligent street light consists of GPRS module, vehicle flow counter, power supply line and control
system, computer APP, mobile APP, and street light structure. The system can automatically turn on or off according
to the preset time period or the set latitude and longitude for each day of turning on and off, and give different
illuminance according to the actual situation of different road sections.

• The system can give different illuminances according to the different traffic flow or control the lighting of each of the
two lights. Controlling the brightness of the light not only saves a lot of energy consumption, but also extends the life
of the street lamp, thus reducing the replacement cost. Street light fixtures have the function of detecting and
feeding back current, voltage and temperature. The system can calculate the power consumption of the luminaire
according to the received data and determine whether the luminaire is faulty according to the data parameters. If the
repair is needed, the relevant maintenance personnel will be notified by short message to perform maintenance. The
system will store and count the data uploaded by the streetlight, and can query and print at any time, providing basic
data basis for management modernization.



Shell materials Aluminum alloy Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 0-24000lm (Adjustable) Whole light flux 0-120000lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-L200-1A

product name 200W Dimming intelligent street light

Dimensions (length * width * thickness) 860x350x65

Hole Size 60

product weight 14.5Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0-30 °

power 200W

Module / power supply removal time 3 seconds each
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Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 0-7200lm (Adjustable) Whole light flux 0-14400lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-L060-2G

product name 60W Dimming intelligent street light

Dimensions (length * width * thickness) 490x330x110

Hole Size 60

product weight 5.9Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0

power 60W

Module / power supply removal time 30 minutes 

Chinese National Standard Star award in 13th Five-Year Plan Energy Efficiency Products



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 0-14400lm (Adjustable) Whole light flux 0-57600lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-L120-2G

product name 120W Dimming intelligent street light

Dimensions (length * width * thickness) 645x330x110

Hole Size 60

product weight 7.7Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0

power 120W

Module / power supply removal time 30 -60 minutes 

Chinese National Standard Star award in 13th Five-Year Plan Energy Efficiency Products



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 0-25200lm (Adjustable) Whole light flux 0-176400lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-L210-2G

product name 210W Dimming intelligent street light

Dimensions (length * width * thickness) 870x330x110

Hole Size 60

product weight 10.5Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0

power 210W

Module / power supply removal time 30 -60 minutes 

Chinese National Standard Star award in 13th Five-Year Plan Energy Efficiency Products



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 500-4500lm Whole light flux 2445lm

Color Temperature 2700-6000k Color Index Ra >70

Model DG-L040-2H

product name 40W Dimming intelligent street light

Dimensions (length * width * thickness) 680x365x50

Hole Size 60

product weight 8.1Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0

power 40W

Module / power supply removal time 30 minutes 

solar panel conversion rate ⩾17%
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Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 450lm Whole light flux 500-3500lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-L030-2A

product name 30W Dimming intelligent street light

Dimensions (length * width * thickness) 365x135x85

Hole Size 60

product weight 2.5Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0

power 30W

Module / power supply removal time 30 minutes 



Shell materials Aluminum Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 1800lm Whole light flux 500-14000lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-L120-2A

product name 120W Dimming intelligent street light

Dimensions (length * width * thickness)               630x215x90

Hole Size 60

product weight 5.1Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0

power 120W

Module / power supply removal time 30-60 minutes 



Shell materials Aluminum alloy Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 500-3200lm (Adjustable) Whole light flux 500-3200lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-L030-2B

product name 30W Dimming intelligent street light

Dimensions (length * width * thickness) 490x305x130

Hole Size 60

product weight 4.9Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0-30 °

power 30W

Module / power supply removal time 30 minutes



Shell materials Aluminum alloy Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 500-3200lm (Adjustable) Whole light flux 500-12800lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-L120-2B

product name 120W Dimming intelligent street light

Dimensions (length * width * thickness) 770x305x130

Hole Size 60

product weight 7.7Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0-30 °

power 120W

Module / power supply removal time 30-60 minutes



Shell materials Aluminum alloy Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 500-3200lm (Adjustable) Whole light flux 500-22400lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-L210-2B

product name 210W Dimming intelligent street light

Dimensions (length * width * thickness) 1042x305x130

Hole Size 60

product weight 10.5Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0-30 °

power 210W

Module / power supply removal time 30-60 minutes



Shell materials Aluminum alloy Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 500-3300lm (Adjustable) Whole light flux 500-23100lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-L210-2C

product name 210W Dimming intelligent street light

Dimensions (length * width * thickness) 845x305x130

Hole Size 60

product weight 9.3Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0

power 210W

Module / power supply removal time 30-60 minutes



Shell materials Aluminum alloy Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 500-3300lm (Adjustable) Whole light flux 500-6600lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-L060-2D

product name 60W Dimming intelligent street light

Dimensions (length * width * thickness) 495x290x100

Hole Size 60

product weight 6.5Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0

power 60W

Module / power supply removal time 30 minutes



Shell materials Aluminum alloy Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 500-3300lm (Adjustable) Whole light flux 500-9900lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-L090-2D

product name 90W Dimming intelligent street light

Dimensions (length * width * thickness) 590x290x100

Hole Size 60

product weight 8.1Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0

power 90W

Module / power supply removal time 30 minutes



Shell materials Aluminum alloy Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 500-3300lm (Adjustable) Whole light flux 500-13200lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-L120-2D

product name 120W Dimming intelligent street light

Dimensions (length * width * thickness) 680x290x100

Hole Size 60

product weight 9.5Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0

power 120W

Module / power supply removal time 30-60 minutes



Shell materials Aluminum alloy Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 500-3300lm (Adjustable) Whole light flux 500-19800lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-L180-2D

product name 180W Dimming intelligent street light

Dimensions (length * width * thickness) 860x290x100

Hole Size 60

product weight 12.2Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0

power 180W

Module / power supply removal time 30-60 minutes



Shell materials Aluminum alloy Voltage Frequency 50hZ-60Hz

Input Voltage AC90V-260V Life Length 30000h-100000h

Water Proof IP65 control method Wireless (RF), infrared, APP, 4G, NB-IOT

Module luminous flux 450lm Whole light flux 500-3300lm (Adjustable)

Color Temperature 2700-6000k Color Index Ra >70

Model DG-L030-2F

product name 30W Dimming intelligent street light

Dimensions (length * width * thickness) 370x190x90

Hole Size 60

product weight 3.3Kg

light color white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0

power 30W

Module / power supply removal time 30 minutes



Fishing light



• Dali light company intelligent color-Adjusting fish-catching LED light is mainly applied in all kinds of
fishing boats. Via lights of different wave-length and different color, the intelligent fishing-catching
light can effectively gather fish crowds and help boats harvest. The intelligent control system can
easily change the wave length and color of the light to attract different kinds of fish.



Shell materials PC composite material Voltage Frequency 50hZ-60Hz

Input Voltage AC180V-265V Life Length 30000h-100000h

Water Proof IP65 control method Dali Controller 

Model DG-J280-1A

product name 280W dimmable fishing light

Dimensions (length * width * thickness) 360x180x160

product weight 2Kg

Lamp holder type E40

light color red, green, blue, white（6000K）

Light emitting chip American（CREE）

Adjustable angle 0

power 280W


